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S-MAX
Direct Boxes

Samson’s S-Max Direct Boxes combines premium sound circuitry with durable, roadworthy 
construction to provide high-quality signal connection solutions for live and studio 
applications. The S-Max line is comprised of six distinct models designed to satisfy a variety 
of professional audio needs.

The MD1 Mono Passive Direct Box features Samson’s STL transformer, which allows you to 
send your instrument and amp signals to the main mixing board with confidence. The MD1 
provides both parallel throughputs and outputs to simultaneously route your signal to an 
onstage amplifier and mixer. The STL transformer gives the MD1 a flat frequency response 
that will maintain the natural sound of your instrument and provide excellent isolation from 
electrical and RF interference.

The mono MD1 Pro and stereo MD2 Pro Professional Passive Direct Boxes utilize Samson’s 
Mu-Metal shielded STLX transformer, which is specifically designed to handle high signal 
levels and prevent interference. The high-quality STLX efficiently transfers the natural sound 
of your instruments. The MD1 Pro and MD2 Pro also include a 0dB/15dB/30dB attenuation 
pad to toggle between line and speaker level signals.

The MDA1 Mono Active Direct Box is ideal for running longer signals to your mixer in high 
interference environments. An input attenuator lets you adapt the MDA1 to a wide variety of 
signals, while a ground lift switch enables you to further remove hum and buzz. The MDA1 
can run on Phantom Power or a 9V battery.

The MCD2 Pro Professional Stereo Computer/DJ Direct Box is the pro solution for connecting 
computers, laptops, tablets and smartphones to a PA system, particularly for DJ applications. 
It includes stereo RCA, dual 1/4” TRS and stereo 1/8”parallel inputs, as well as XLR outputs. 
The MCD2 Pro houses two of Samson’s Mu-Metal shielded STLX transformers, which work 
with a Ground Lift switch to eliminate hum and buzz. In addition, the MCD2 Pro features an 
attenuation pad and Mono Sum switch.

MD1 Pro Professional Mono Passive Direct Box

MD2 Pro Professional Stereo Passive  Direct Box

MDA1 Mono Active Direct Box

MCD2 Pro Professional Stereo Computer/DJ Direct Box

MD1 Mono Passive Direct Box

MD1

• Custom STL transformer eliminates noise

•  Ground Lift switch

• All-metal, impact resistant enclosure

MD1 Pro

•  Custom Mu-Metal shielded STLX transformer for 
maximum signal integrity

• 3-position Pad switch (0dB, -15dB, -30dB)

• Ground Lift switch

• All-metal, impact resistant enclosure 
 
MD2 Pro

•  Dual custom Mu-Metal shielded STLX transformer for 
maximum signal integrity

• Dual fully-isolated XLR outputs

• Dual 3-position Pad switches (0dB, -15dB, -30dB)

• Dual Ground Lift switches, Mono Sum switch

• All-metal, impact resistant enclosure 

MDA1

• Ideal for guitars and basses

• Runs on Phantom Power or single 9V battery

• 3-position Pad switch (0dB, -15dB, -30dB)

• Ground Lift switch

• All-metal, impact resistant enclosure 
 
MCD2 Pro

•  Connects phones, tablets and computers to  
professional sound systems

•  Dual custom Mu-Metal shielded STLX transformer  
for maximum signal integrity

• Dual fully-isolated XLR outputs

• Stereo RCA, dual 1/4” TRS, stereo 1/8” parallel inputs

• 3-position Pad switch (0dB, -15dB, -30dB)

• Ground Lift, Mono Sum switches

• All-metal, impact resistant enclosure
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